
3MP Babycam Wifi IP Camera
SM-PR42

Model

Image Sensor

Lens

Resolution

Frame Rate

Video Compression Standard

Audio Compression Standard

Audio

Pan / Tilt

Network Protocol

Storage

IR Distance

Power

Consumption

Weighs

Dimension

SM-PR42

1/3” CMOS Sensor

3.6mm

Main stream: 2304 x 1296,  Sub-stream: 640 x 360

15 fps

H.264 / H.265

AAC / G711A

Two-way audio (built-in speaker, microphone)

Pan 0 ° -340 ° Tilt 0 ° -90 ° Horizontal speed 20 ° / S Vertical speed 10 ° / S

Private protocol, support match to the wireless nvr kit

Micro SD Up to 128G

0 - 10m

DC5V/1A (standard)

≤3W

100 gr (unit only), 200 gr (with box)

Width: 8cm  Height: 12,4cm  Length: 8cm

SPECIFICATION

Compact body, engineering plastic material, stylish, beautiful and refined

3MP, High-definition lens, automatic switching between day and night

Using high-precision motor support App control PT, Pan:0-340°, Tilt:0-90°

Connect Wifi, Scan the QR code to easily connect the camera and the network, easy to use

Built-in high-sensitivity MIC and speaker, support two-way audio

Intelligent mobile tracking, automatic tracking when people break into the area

Motion detection, push alarm information

Support remote monitoring of mobile phones and PC clients, and check the live situation anytime, anywhere

Support cloud and support TF card storage, ensure the safe storage of video data

KEY FEATURES:
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